
   FORWARD atex 
Mali centrifugalni ventilatori zakrivljeni napred 
u eksplozivnoj atmosferi G ili D grupa II kategorije 2 ili 3 
Small size forward curved blade centrifugal fans 
in explosive atmosphere G or D group II category 2 or 3 

 

APLIKACIJE 
Ventilatori serije FORWARD ATEX se koriste tamo gde je, zbog prisustva 
zapaljivih gasova, neophodno obezbediti pravilno odvođenje vazduha, 
izbegavajući rizik od eksplozije. Na primer u ventilaciji prostorija za 
baterije, naftnih platformi, hemijske industrije, laboratorija itd., u 
primenama sa fiksiranjem kanala 

DOMET 
Asortiman se sastoji od 5 modela od 50 do 1800 mc/h. 

KARAKTERISTIKE 
FORWARD ATEX seriju karakteriše upotreba materijala i poseban izbor 
dizajna sa ciljem da se izbegne rizik od eksplozije što je više moguće, u 
skladu sa ATEKS direktivom 2014/34 / EU. Za ventilatore kategorije 2G, 
2D ili 3G, 3D predviđene su različite konstrukcije. 

KONSTRUKCIJA 
 Kućište od obojenog čeličnog lima. 

Jednostavna ulazna radna kola, napravljena od pocinkovanog lima 
sa napred zakrivljenim lopaticama (sirocco). 

 Trofazni ili jednofazni asinhroni elektromotor naizmenične struje, IP 
55 zaštita, klasa F izolacije, oblik B35 (FORVARD ATEKS 122-142 
oblik B5) konstrukcija u skladu sa IEC/EEC standardima, S1 servis. 
Otporan na eksploziju ATEKS ODOBREN ZA EKSPLOZIVNU 
ATMOSFERU G ili D GRUPU II. 

 Izvršenje 5; direktna spojnica sa konzolnim radnim kolom 

TEHNIČKE SPECIFIKACIJE 
FORWARD ATEX 

 Tečnost koja se prenosi: gas bez prašine, neabrazivni ili 
korozivni gas. 

 Temperatura tečnosti koja se prenosi na: -20 ° C / + 60 ° C. 
 Napon napajanja: trofazna verzija (T) 400V-3Ph. monofazna 

verzija (M) 230V-1Ph. 
 Frekvencija: 50Hz. 
 Standardna orijentacija: LG 270. 

PRIBOR 
 Potporna stolica (osim 122-142): FF-FO. 
 Zaštitna mreža (dodatna oprema) - Obavezna za upotrebu sa 

slobodnim vazduhom

 
APPLICATIONS  
FORWARD ATEX line are installed in hazardous areas where for the 
presence of flammable gas it is necessary to grant a suitable air extraction 
avoiding risk of explosion. For instance ventilation of battery rooms, oil 
platform, chemical factories, laboratories etc. In ducting applications. 

 
RANGE 
Range consists of 5 models from 50 up to 1.800 mc/h. 

 
ADVANTAGES 
FORWARD ATEX line is characterized by particular materials and design 
to avoid as much as possible the risk of explosion, according to the ATEX 
2014/34/UE directive. Different constructions are forseen for the fans 
working in category 2G, 2D or 3G, 3D. 

 
CONSTRUCTION 
 Volute in painted metal sheet. 

Forward curved blade single inlet impeller, in galvanized steel sheet. 
 Asynchronous electric motor three or single phase, protection IP55, 

class F, service S1, form B35, (FORWARD ATEX 122-142 form B5), 
construction according to IEC/ EEC 
Explosion proof ATEX APPROVED FOR EXPLOSIVE 
ATMOSPHERE G or D GROUP II. 

 Arrangement 5 (impeller directly coupled to motor shaft). 
 

TECHNICAL SPECIFICATIONS 
FORWARD ATEX 
 Conveyed air: clean, not abrasive. 
 Temperature of conveyed air: -20°C/+60°C. 
 Voltage: 

Three-phase version (T) 400V-3Ph 
Single-phase version (M) 230V-1Ph 

 Frequency: 50Hz 
 Standard discharge angle: LG 270. 

 
ACCESSORIES 
 Fan support (excluded 122-142 ): FF-FO. 
 Protection grid (accessory) mandatory for free air 
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FORWARD atex Smernice 
Discharge angles

Standardna orijentacija LG 270 

Standard discharge angle LG 270
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Performanse prikazane na dijagramima odnose se na vazduh na temperaturi od 15 ° C i nadmorskoj visini od 0 m., a dobijeni su u instalacijama tipa “D” u nedostatku mreže i pribora. 
Performances shown in the selection diagrams refer to air at 15°C temperature and 0 mt a.s.l. altitude, and they were obtained in installation type “D” with no grid nor accessories. 

 

2 POLA/POLES (3000 rpm) - T: triofazno/three-phase (3Ph-400V-50 
Hz) 

2 POLA/POLES (3000 rpm) - M: monoFAZNO/single-phase (1Ph-230V-50 Hz) 
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Tolerancije: aerodinamičke performanse i buka su unutar 
tolerancija navedenih u DIN 24166, klasa 2. 
Tolerances: performances and sound power levels within the 
tolerances allowed by the DIN 24166 standard for Class 2. 

 
Upozorenje: nivo zvučnog pritiska se odnosi na omnidirekciono 
merenje u slobodnom polju na 1,5 m od ventilatora na tački 
maksimalne efikasnosti sa kanalnim usisom i isporukom. 
Attention: sound pressure level in measured in free field at 1.5m 
from the fan, at maximum efficiency with ducted inlet and outlet. 
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Model Pm
(kW) 

In max
(A) 

Mot 
(H) 

Lp 
dB(A) 

122 M 0.09 0.8 56 60 
142 M 0.18 0.85 63 68 
152 M 0.25 3.6 63 70 
162 M 0.55 5.2 71 71 
182 M 1.1 7.9 80 74 

     

Model Pm 
(kW) 

In max 
(A) 

Mot 
(H) 

Lp
dB(A)

122 T 0.09 0.29 56 60 
142 T 0.18 0.65 63 68
152 T 0.25 1.35 63 70
162 T 0.55 1.9 71 71
182 T 1.1 2.5 80 74

FORWARD atex Performanse 

Performances 1 mm H2O= 9,8 Pa
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182 118 118 147 147 170 170 8,2 169 200 215 288 334 142 118 386 63 18

 
 
 

Model  
A1 

 
B1 

 
A2 

 
B2 

 
A3 

 
B3 

 
Ød 

 
ØD 

 
ØD1

 
ØD2 

 
E 

 
F 

 
G1 

 
G2 

 
L 

 
M 

 
kg* 

122 80 80 96 96 115 115 8,2 119 136 150 205 238 93 84 278 43 6,5 
142 90 90 112 112 130 130 8,2 129 155 170 219 252 109 92 344 48 9 
152 108 108 137 137 160 160 8,2 150 175 190 252 290 129 98 362 57 10,5 
162 108 108 137 137 160 160 8,2 150 175 190 252 290 129 98 362 57 12 

 
 

Dimenzije u mm/Dimensions in mm 
*Indikativno/Indicative 

 
                   Težina ventilatora u kg (u kompletu sa motorom) • Weight of fan in kg (complete with motor) 

 

  
 

 

 

ZAŠTITNA MREŽA/PROTECTION GRID 
(pribor) obavezan za upotrebu sa slobodnim 
VAZDUHOM (accessory) mandatory for free air 

PODRŠKA / FAN SUPPORT FF-FO 
 

 

 

Model  
A 

 
B 

 
C 

 
D 

 
E 

 
F 

 
Mot (H) 

 
kg 

152 100 200 140 230 145 208 63 1,8 
162 100 200 140 230 145 216 71 1,8 
182 100 200 140 230 145 225 80 1,8 

Dimenzije u mm/Dimensions in mm 
 
 
 

  
OPG-FO 

Mreža na strani 
snabdevanja 

 Outlet protection 
grid 

IPG-FO 
Usisna bočna mreža  
 Inlet protection grid 

 
 

FORWARD atex Pribor 

Accessories 

Motor
Motor

Impler
Impeller

Usnik sa mrežom 
Inlet with grid 

Kućište 
Casing 

FORWARD atex Dimenzije 

Dimensions 




